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Brandschutz - Européaische Baustoffklassen

i L de Baustoffkl

Bauaufsichtliche ~ DIN DINEN | - Keindrennendes egende Baustotidassen
Bennenung 4102 13501 fen P

DIN 4102
nicht brennbar Al Al ja ja

Al ichtb b
nicht brennbar A2 | A2-s1,d0 ja ja et brennbar

A2 nicht brennbar
schwer entflammbar | B1 B-s1,d0 ja ja

Bl schwer entflammbar
schwer entflammbar | Bl C-s1,d0 ja ja .

B2 normal entflammbar
schwer entflammbar | B1 A2-s2,d0 ja )

B3 leicht entflammbar
schwer entflammbar | B1 A2-s3,d0 ja
schwer entflammbar | B1 B-s2,d0 ja DIN EN 13501
schwer entflammbar | B1 B-s3,d0 ja .

: Al nicht brennbar
schwer entflammbar | Bl C-s2,d0 ja A2 nichtbrennbar
schwer entflammbar | Bl C-s3,d0 ja BE  aohuerariEmm
schwer entflammbar | B1 A2 -sl,dl ja D,E  normal entflammbar
schwer entflammbar | Bl A2 -s1,d2 ja F leicht entflammbar
schwer entflammbar | Bl B-sl,dl ja

sl keine/ kaum
schwer entflammbar | B1 | B-s1,d2 ja Rauchentwicklung
schwer entflammbar | B1 C-sl,dil ja s2 begrenzte
schwer entflammbar | Bl C-s1,d2 ja RS U]

schwer entflammbar | Bl | A2-s3,d2 ja s3  unbeschrankte

Rauchentwicklung
schwer entflammbar | Bl B-s3,d2 ja
schwer entflammbar | Bl C-s3,d2 ja do kein Abtropfen

di begrenztes Abtropfen
normal entflammbar | B2 | D-s1,d0 ja g P
] d2 starkes Abtropfen

normal entflammbar | B2 | D-s2,d0 ja
normal entflammbar | B2 | D-s3,d0 ja
normal entflammbar | B2 | E ja “4.4.1.1 Standbau- und Dekorationsmaterialien

Leichtentflammbare ... Dekorationsmaterialien
miissen schwerentflammbar nach DIN EN 13501-1
D-s2,d1 mindestens Klasse G —s3, d0 bzw. DIN 4102-1
mindestens B1, nicht brennend abtropfend sein.”

normal entflammbar | B2 D-si,d1

normal entflammbar | B2

normal entflammbar | B2 | D-s3,d1

normal entflammbar | B2 | D-sl1,d2

Auszug aus den Technischen Richtlinien

normal entflammbar | B2 | D-s2,d2 Messe Berlin - Stand April 2014

normal entflammbar | B2 | D-s3,d2 “4.411Standbau- und Dekorationsmaterialien
Leichtentflammbare ... Dekorationsmaterialien

normal entflammbar | B2 | E-d2 miissen schwerentflammbar nach DIN EN
13501-1 mindestens Klasse C -s3, dO bzw.

normal entflammbar B2 F DIN 4102-1 mindestens B1, nicht brennend

abtropfend sein.”
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1. Introduction

This classification report defines the classification assigned to “Lumex G”, a family of Polyethylene
terephthalate sheet products, in line with the procedures given in EN 13501-1:2007+A1: 2009.

2. Details of classified product
2.1 General

The products, “Lumex G”, a family of Polyethylene terephthalate sheet products, are defined as
being suitable for construction applications, excluding flooring and linear pipe thermal insulation.

2.2 Product description

The products, “Lumex G”, a family of Polyethylene terephthalate sheet products, are fully
described below and in the test reports provided in support of classification listed in Clause 3.1.

Generic type Polyethylene terephthalate

Product reference “Lumex G"

Name of manufacturer Foamalite

Thickness 0.8mm to 10mm

Density 1.27g/cm3 (stated by sponsor)
1.29g/cm’ (determined by Exova Warringtonfire)

Colour reference “Clear”

Flame retardant details See Note 1 below

Mounting and fixing details The specimen was tested with the maximum depth
airgap between the reverse face and the calcium
silicate substrate (as specified in EN 13238)

Brief description of | The material enters the throat of the cylinder on to the flights of a rotating
manufacturing screw and travels through a heated cylinder, during this process the
process material is compressed to remove any remaining moisture or volatiles and
mix the components. . The material is then filtered and pumped through
the rest of the melt pipes before passing through the feed-block and die.
The cooled sheet is pulled down the line by a double set of rubber coated
rolls and pushes it through the sizing saws.

The required size of the sheet is achieved by the use of longitudinal
circular saws for edge trimming and a cross cut circular saw for the
required length.

Note 1: The sponsor of the test has confirmed that no flame retardant additives were utilised in
the production of the product.

3. Test reports/extended application reports & test results_j
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3.1 Test reports/extended application reports
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Name of Name of Test reports/extended Test method / extended
Laboratory sponsor application report Nos. application rules & date
Exova Foamalite WF 336438 EN ISO 11925-2
warringtonfire Limited
Exova Foamalite | \\r 335436 & WF 336437 EN 13823
warringtonfire Limited
Exova Foamalite WF 336543 EN/TS 15117
warringtonfire Limited
3.2 Test results
Resul
Test esults
method & Parameter No. tests Continuous .
teSt number parameter - Compllance
parameters
mean (m)
308 Fs Nil Compliant
2 | exposure Flaming 6
o | - surface droplets/ None Compliant
- particles
8 308 Fs 35.8 Compliant
& | exposure Flaming 6
- edge droplets/ None Compliant
particles
Formal test average 64.61 .
FIGRA 0.2 Indicative test : 0.00 Compliant
Formal test average 64.61 .
FIGRA 0.4 Indicative test : 0.00 Compliant
Formal test average 2.21 .
THR 6005 Indicative test 0.19 Compliant
EN 13823
LFS Formal test average None Compliant
Indicative test None P
Formal test average 0.00 .
SMOGRA Indicative test 0.00 Compliant
Formal test average 12.18 .
TSPsoos Indicative test 1.73 Compliant
4. Classification and field of application
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4.1 Reference of classification

This classification has been carried out in accordance with clause 8 of EN 13501-1:2007+A1:
2009.

4.2 Classification

The products, “Lumex G”, a family of Polyethylene terephthalate sheet products, in relation to
their reaction to fire behaviour are classified:

B

The additional classification in relation to smoke production is:
sl

The additional classification in relation to flaming droplets / particles is:
do

The format of the reaction to fire classification for construction applications, excluding flooring and
linear pipe thermal insulation is:

Fire Behaviour Smoke Production Flaming Droplets
B - S 1 , d 0
i.e.B—sl1,d0

Reaction to fire classification: B —s1, dO

4.3 Field of application

This classification is valid for the following end use applications:

)] Construction Applications used over any substrate with a density equal to or greater
than 870kg/m3, having a minimum thickness of 6 mm and a fire performance of A2 or
better (excluding paper faced gypsum plasterboard).

i) Construction applications mechanically installed without the presence of a substrate
with an air gap.

This classification is also valid for the following product parameters:
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Product thickness

Product weight per unit area
Product colour/pattern
Product composition

Product construction

SIGNED

Matthew Dale

Certification Engineer
Technical Department
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0.8mm to 10mm

No variation allowed
No variation allowed
No variation allowed
No variation allowed

APPROVED

Janet Murrell

Technical Manager
Technical Department
on behalf of Exova warringtonfire

This copy has been produced from a .pdf format electronic file that has been provided by Exova
Warringtonfire to the sponsor of the report and must only be reproduced in full. Extracts or
abridgements of reports must not be published without permission of Exova Warringtonfire. The
pdf copy supplied is the sole authentic version of this document. All pdf versions of this report bear
authentic signatures of the responsible Exova Warringtonfire staff.
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